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IP address configuration for following Volfoni devices :

1. SCC-V

2. SCC-H

3. SCD:SCD CONTROLLER (Electronic module)
4. SCCNEO

By default, we have fixed a static IP address in your Volfoni device :
IP address: 192.168.2.150
Subnet Mask: 255.255.255.0

It is possible to change this address and to fix your own IP address in order to use your Volfoni device
remotely with other equipment on the same network. You'll find just below the steps to do that:

1/ First, you must disable the WIFI access on your computer.

[E=3 e

@uvl E‘ + Panneau de configuration » Réseau etInternet » Connexions réseau » - ‘ &7| | Rechercher dans : Connexio... |

Organiser = Connexion Désactiver ce périphérique réseau Diagnostiquer cette connexion Z= > 0 @

.-'- Connexion au réseau local .-'- Connexion réseau sans fil
== _ (able réseau non connecté — o Activé
3{ @~ Marvell Yukon 88E5040 Family PC... afm Inf = i
N ¥y Désactiver
Connecter / Déconnecter
Statut

Diagnostiquer

Créer un raccourci
Supprimer

# Renommer

'E’:j‘ Propriétés

2/ After, you must set the local network of your computer.
At the level of the local network connection icon, make a right click on the mouse and select “Properties”.
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E=N NCR =2

Organiser » Désactiver ce péri

=
l..g*

Connexion au réseau local
Céble réseau non connecté

"_H\‘. i . . . . .
@Uv|§-' » Panneau de configuration » Réseau etInternet » Connexions réseau »

phérique réseau Diagnostiquer cette connexion  »

I: Connexion réseau sans fil
-~ - -
I3 Désactivé

T v —
2% 5 Mavell H  Désactiver

EE[[I Intel(R) Centrino(R) Wireless-N 100

v|¢,|

Rechercher dans : Connexic... @ |

- O @

[l

3/ Go on “Internet Protocol (TCP/UPv4)“ et select “Properties”.

Statut
Diagnostiquer
Créer un raccourci
I Supprimer
H '&' Renommer
'5' Propriétés |
\\’g

™

Gestion de réssau

» Propriétés de Connexion au réseau local

(B8

Connesdon en utilisant :

I_TII‘ Marvell Yulkon 88E8040 Famity

Cette connexion utilise les éléments suivarts :

PCI-E Fast Ethemet Contre

o% Client pour les réseaLr Microsoft
3B Kaspersiy Anti-Virus NDIS 6 Fitter
.LEJ Planificateur de paguets QoS

g Partage de fichiers et imprimartes Réseaw: Microsoft
i Protocole Intemet version & (TCP/IPvE)

¥ 1 ocoe rtemes verson 4 (TCP/Pv4) |

I i Pilote E/S Mappage de découverte de couche ligison
4. Répondeur de découverte de couche de lizison

Installer... Desinstaller

Diescription
Protocole TCP/IP (Transmission Control Protocol/Intemet Protocol). Le
protocole de réseau étendu par défaut qui pemmet la communication entre
différerts réseaux interconnectés.

oK | [ A

ler

4/ Select the option “Use the following IP address”.
Now, you must fix a static IP address for your computer.

Enter an IP address like: 192.168.2.xxx and the Subnet Mask: 255.255.255.0.
Be careful, do not use the IP address 192.168.2.150 because it’s the static IP address of the Volfoni device

Click on “OK” to validate these settings.
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& Propriétés de Connexion au réseau local

(Gestion de réseau

Ie .
Propriétés de: Protocole Internet version 4 (TCP/IPv4) @
Général
q Les paramétres IP peuvent étre déterminés automatiquement si votre

réseau le permet. Sinon, vous devez demander les paramétres IP
appropriés a votre administrateur réseau.

() Obtenir une adresse IP automatiquement
(@) Utiliser I'adresse IP suivante :

Adresse IP 192.168. 2. xxx

Masgue de sous-réseau : 255 .255.255. 0 R

Passerelle par défaut

Obtenir les adresses des serveurs DNS automatiguement

(@) Utiliser I'adresse de serveur DNS suivante :

Serveur DMNS préféré :

Serveur DNS auxiliaire :

[ valider les paramétres en quittant

5/ Connect the computer and the Volfoni device with a straight Ethernet cable (RJ45 connector).

6/ Power ON the Volfoni device and wait about 30 seconds.

7/ Run the program « Devicelnstaller » in order to detect the NOC.
(Software Link: here).

When the NOC is detected, the IP address is assigned to it in the left window:

File Edit View Device Tools Help
JSearch g Exclude & AssignIP &8 Upgrade

El" Lantronic Devices - 1 device(s) Device Details | Web Configuration I Telnet Corfiguration
= %_8”;?;? au réseau local (192.168.1.116) e‘ Reload Detaile
b4 XPort-03/04 -fimware v6.7.0.1 Property Valus
w("’ DHCP Device Name SmartCrystalCine

Group
Comments
Device Famity XPort
Type XPort-03/04
18] X5
Hardware Address 00-20-4A-E0-8E-59

Be careful, the IP address of the Volfoni device must be in the same subnet that your network configuration.

8/ Click on the tab « Web Configuration », then EI
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File Edit View Device Tools Help
,)Search @Exclude QAssignIP @Upgrade
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B--%;gmnk Devices - 1 device(s) | Device Detais | Web Corfigurstion || Teinet Configuration
=2 Connexion au réseau local (192.168.1.116)
2 & o @ Address: http://192.168.1154:80 -EeEe @ H
-3 XPort-03/04 - firmware v6.7.0.1
.5 1921681154
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9/ By default, there is no "Username" and "Password."
Click « Ok ».

-

Sécurité de Windows

==

Le serveur 1921681154 & I'adresse (null) requiert un nom d'utilisateur et
un mot de passe.

Avertissement : ce serveur requiert que votre nom d'utilisateur et votre
mot de passe soient envoyés de fagon non sécurisée (authentification de

base sans connexion sécurisée).

IT 7 “\lom d'utilisateur
‘W [ Mot de passe

[] Mémaoriser ces informations

| [ Annuler |

10/ The LANTRONIX - XPORT window will open.

Select in the left tab « Channel 1 » the parameter « Serial Setting ».

Network
Server

Senal Tunnel Disable Serial Port
Hostlist
Port Settings
Protocol: RS232 -

Configurable Pins
Apply Settings
Apply Defaults

LANTRONIX™

Firmware Version: V6.7.0.1

MAC Address: 00-20-4A-E4-8C-5E

Serial Settings

\NIOLFONI

CREATIVE 3D TECHNOLOGY

Channel 1

Data Bits:

Baud Rate

Flow Control: None -
8 - Parity: Mone X Stop Bits: 1 +

Pack Control
[7] Enable Packing
Idle Gap Time: | 12 msec
Match 2 Byte Sequence:  Yes @ No

Match Bytes: 0% Oy
(Hex)

Send Frame Immediate:

Send Trailing Bytes:

Yes @ No

@ None © One * Two

Flush Mode
Flush Input Buffer

With Active Connect: ) Yes @ No

With Passive Connect: es @ No

AtTime of Disconnect © Yes @ No

Flush Qutput Buffer
With Active Connect:
With Passive Connect:

At Time of Disconnect:

) Yes @ No
) Yes @ No

) Yes @ No

Modify the « Baud Rate » to 57600 and click « OK ».
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11/ Select “Network” in the menu bar on the left.

[) Lantronix XPort Device Ser % % § [P0
<« C [ 192.168.2.150 /secure/Itx_confhtm & =
[ %] Cette page esten [ anglais v] Voulez-vous la traduire ? [Traduire l [ Options vl x

Firmusce Version: V6.8.0.2
MAC Adoress: 00-20-4A-EC-E5-06

LANTRONIX

Home

dvsss and hostname

®

Channel 1 =

Serial Setings

Connection
Email

Trigger 1

Trigger 2

Trigger 3
Configurable Pins

Apply Seftings.

Device Server Configuration Manager

Apply Defaults Version 1.9.0.1

You can change the IP address here.

\NIOLFONI
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Be careful to choose an IP address for the Volfoni device in the same subnet than your equipment.

Firmwsrs Version: VV6,8.0.2

MAC Address: 00-20-4A-EC-E5-06

DHCE. @) Enable Disable

LANTRONIX

Network

Server

Serial Tunnel
Hostiist

Channel 1

Serial Settings

AutolP: @ Enable  Disable

DHCP HostMame: |SmartCrystalCine

@ WUse the following IP configuration:
IP Address: |192.168.2.150

Email
Trigger 1
Trigger 2
Trigger 3
Configurable Pins

SubnetMask: [255.255.255.0
Default Gateway: |0.0.0.0

DNS Server: (0.0.0.0

Apply Settings

Click on “OK” to validate these changes.

The message “Done!” appears to indicate that the action has been taken account.

[ Lantronix XPort Device Se: x W\

=7 [

&« C | [ 192.168.2.150 /secure/Itx_confhtm

vl =

E'ﬁ] Cette page est en [anglais - I Voulez-vous la traduire ? [Traduire I

X

[Optic\mv]

Firmware Version: V6.8.0.2
MAC Address: 00-20-4A-EC-E5-06

LANTRONIX

Network
Server
Serial Tunnel
Hostlist IP Address: |192.168.2.150
Channel 1
Serial Seftings
Connection
Email Default Gateway: |0.0.0.0
Trigger 1
Trigger2
Trigger 3

DHCP Host Name: |SmartCrystalCine

@ Use the following IP configuration

Subnet Mask: |255.255.255.0

DNS Server: 0.0.0.0

Configurable Pins
Apply Settings

Ethernet Configuration
Auto Megotiate
Speed: @ 100 Mops 10 Mbps

Duplex: @ Full ~ Half

Apply Defaults

&

1

W
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12/ Select the left tab "Connection".

e Enter "30" secs in the "Inactivity Timeout:"

e Then click "OK".

LANTRONIX

Firmware Version: V6.7.0.1
MAC Address: 00-20-4A-E0-B7-TB

Connection Settings

Channel 1
Connect Protocol

Protocol: TCP =

Connect Mode
Passive Connection:

Accept
Incoming,
Password _

Required:  Ye5 @ Mo

Yes

Apply Settings

B Password:

Apply Defaults

Modem Escape Sequence
Pass Through

@ Yes O No

Active Connection:

- Active Connect: None -

Start Character: 0x [0 | (in Hex)

Modem Mode: None

Show IP Address After RING: @ Yes ) No

Endpoint Configuration:
Local Port: 10001

Remote Port: 0

[7] Auto increment for active connect

Remote Host: 0.0.0.0

\NIOLFONI

CREATIVE 3D TECHNOLOGY

Common Options:
Te\netComczlo’? Disable « Connect Response: None -
TE&EgZ' Hﬂsﬁii; ) Yes © No LED: Blink -
Disconnect Mode
on MdmithrLln. ) Yes @ No Hard Disconnect @ Yes ) No
rop: —
. = Y . /
Check EOT(Ctrl-D). ) Yes @ No Inactivity Timeout. 0 - 30 (mins - secs) ™S
13/ Select the left tab « Configurable Pins ».
LANTRONIX™ (i
MAC Address: 00-20-4A-E4-BC-5E
£t Configurable Pin Settings
Network
Server
Serial Tunnel cp Function Direction Active Level
ist _ _ _ _
- @ &) @ ) Hi
Channel 1 0 General Purpose I/Q © Input © Output @ Low © High
Serial Settings 1 General Purpose I/Q - @ Input ©) Qutput @ Low ) High
Connection
Email 2 General Purpose /O - @ Input ) Output @ Low ) High

Trigger 1
Trigger 2
Trigger

Apply Settings

Apply Defaults

Verify if « CP1 » is configured in « General Purpose I/O » and « Input ».

Reference : MDV0006
Revision : V01
Date : 2013-10-09
Author : JTH

Volfoni R&D
Les bureaux du Parc

2474 RD6007 - Le logis de Bonneau

06270 Villeneuve-Loubet - France



DDV130146-V1R1

Network Operations Center

14/ Select “Apply Settings” in the menu bar on the left.
Wait until the end of the loading.
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Lantronix device reboots automatically and returns you to the main page.

The device is now configured correctly.

Close this window and disconnect the Ethernet cable between the Volfoni device and the computer.

|} Lantronix XPort Device Se: %

&« C  [9192.168.2.

B‘E Cette page est en | anglais ~ | Voulez-vous la traduire ? | Traduire | | Non
LANTQON I X Firmware version: V6.8.0.2

MAC Address. 00-20-4A-EC-E5.06
o

Network
Server

secure/Itx_conf.htm

Please wait while the configuration is saved...

SemElie The unit will reboot in order for the settings to be applied.

Hostiist
Channel 1
Serial Seffings El
Connection
Email
Trigger 1
Trigger 2
Trigger 3
Configurable Pins

Apply Settings

Apply Defaults

\ S

Options~|

15/ If you have several Volfoni devices, you must repeat the steps 5 to 12 and choose one different IP address

for each unit.

COMMUNICATION PROTOCOL

Each command is based on a string followed by a line feed <LF> ASCII character (Ox0A).

An acknowledgment is sent by the Volfoni device after each command is received. This acknowledgment
consists of the string “ACK” + <LF> if the command has been understood. Otherwise, the string “NACK” + <LF>

is sent.

For command with response, after the acknowledgment, the response is sent by the Volfoni device. The

response is also based on a string followed by a line feed <LF> ASCII character (Ox0A).
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Commands list :

2DMODE

Description : go to 2D Mode
Acknowledgment : ACK / NACK
Response : Not applicable
3DMODE

Description : go to 3D Mode
Acknowledgment : ACK / NACK
Response : Not applicable

Remarks :

We do not have any documentation available regarding how to create “Macros” on servers.
You have to approach your supplier
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